
PV system

POLARIS  PHOTOVOLTAIC  SOLUTIONS



• It is completely free 

• No transportation needed

• It is energy saving

• It is unlimited

• It is environment friendly

• It is available everywhere

Compared with fossil energy 
resources:

Advantages of Solar Energy
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Photovoltaic Installation
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Model: Mono PV 125*125-F/C 155Wp – 180Wp

•Monocrystalline Family
•Specification as per STC: 1000W/m2, 25 °C, AM 1.5

Photovoltaic Module
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Photovoltaic Module

Model: Multi PV 125*125-F/C 155Wp – 180Wp

•Multicrystalline Family
•Specification as per STC: 1000W/m2, 25 °C, AM 1.5
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Photovoltaic Module

Model: Multi PV 156*156-54F 155Wp – 180Wp

•Multycrystalline Family
•Specification as per STC: 1000W/m2, 25 °C, AM 1.5



PV system

Photovoltaic Module

Model: Mono PV 125*125-F/C 155Wp – 180Wp

•Monocrystalline Family
•Specification as per STC: 1000W/m2, 25 °C, AM 1.5
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Photovoltaic Portable System
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Photovoltaic Roofing Installation
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PV Items: Solar Street Lights

•Solar Battery Pile: 60 - 220WP, Monocrystalline Silicon

•Storage Battery: 12V/ 65 - 220 Ah, entirely sealed lead-acid battery free 

maintenance.

•Controller: XDGY-15-20A, protection from over charging and discharging, time 

and light control

•Pole: highness of 5-10m，steel pipe galvanized.

•Working Period: 6-10 hours/ day when full of charge( can be set)，cloudy for 3-

5days

•Temperature Range：-40℃-50℃

•Wind-proof: ≥150FM/H

•Lamp-house: 20-70w high bright LED with color temperature of 3500-7000K, 

luminous flux of 1500LM and average illumination of 20LK
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PV Items: Solar Street Lights
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PV Items: Solar Street Lights
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PV Items: Solar Yard Lights

•Solar Pile: 6-60 Wp

•Battery: 12V / 4 – 60Ah

•Controller: XDGY-5A, protection from over charging 

and discharging

•Lamp House: 4 – 13 W (High Brightness LED)

•Pole: 2.8 – 3m Aluminum Casting / Steel Galvanized

•Working Period: 6-10 hours/ day when full of charge 

(can be set), cloudy for 3-5days.

•Temperature Range：-40℃-50℃

•Wind-proof: ≥150FM/H
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PV Items: Solar Yard Lights
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PV Items: Solar Yard Lights
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PV Items: Solar Garden Lights

Model Specification Configuration

TC01

Height: 600mm;
Maximum Diameter: 260mm;
Material: Stainless Steel;
Color: White Steel;
Light Cover: MMA (Transparent)

Power: 1.5W;
Battery: Ni-MH Battery 3.6V 1600mAH;
Light Source: LED, 0.3-0.5W;
Controller: Micro-Computer (for Garden Lights)
Cloudy Days: 2 Days

TC02

Height: 600mm;
Maximum Diameter: 155mm;
Material: Stainless Steel;
Color: White Steel;
Light Cover: MMA (Smooth White)

Power: 1.5W;
Battery: Ni-MH Battery 3.6V 1600mAH;
Light Source: LED, 0.3-0.5W;
Controller: Micro-Computer (for Garden Lights)
Cloudy Days: 2 Days

TC03

Height: 600mm;
Maximum Diameter: 155mm;
Material: Stainless Steel;
Color: White Steel;
Light Cover: MMA (Smooth White)

Power: 1.5W;
Battery: Ni-MH Battery 3.6V 1600mAH;
Light Source: LED, 0.3-0.5W;
Controller: Micro-Computer (for Garden Lights)
Cloudy Days: 2 Days
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PV Items: Solar Garden Lights



Model Solar Flashlight 103

Module Mono / Poly Crystalline

Light Source Ultra Illuminated LED

Battery 3800mAh Ni-MH

Material Aluminum alloy

Est. Working Hours 3-8

Illumination >11 lummens

Est. Range 30m

Dimension 240*110*45 mm

Weight 160gr

Model Solar Flashlight 101

Module Mono / Poly Crystalline

Light Source Ultra Illuminated LED

Battery 600mAh

Material Plastic

Est. Working Hours 2-4

Illumination -

Est. Range -

Dimension 130*40*25(mm)

Weight 60gr
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PV Items: Application Products

Model Solar Flashlight 102

Module Mono / Poly Crystalline

Light Source Ultra Illuminated LED

Battery 800mAh Ni-Cd

Material Plastic

Est. Working Hours 3-4

Illumination >7 lummens

Est. Range 25m

Dimension 152*60*40(mm)

Weight 60gr

Model Solar Flashlight 104

Module Mono / Poly Crystalline

Light Source Ultra Illuminated LED

Battery 2600mAh Ni-MH

Material Aluminum alloy

Est. Working Hours 3-5

Illumination >8 lummens

Est. Range 30m

Dimension 200*100*45 mm

Weight 100gr

*All technical specifications specified are subject to change without prior notice
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PV Items: Etc.

Solar Lantern Solar Fan

Solar Hazard 
Light

Solar Mobile 
Charger

Solar Traffic 
Light

Solar Air 
Cleaner



It is consist of body , 
support adjuster and 
cooker stand 
Heat transmitter and 
heat storage are 
optional.

Concentrating 
Solar Cooker

Technical data
(focus)f=670mm
Thermal efficiency(boiled water）η=68％
(aperture area)A=2.0m
(power) P＝1000w
(high angle)h=20°—90°
(highest temperature of focus point) t=1100℃
(weight)G＝30kg

Solar Cooker

PV system


